EXISTING GRADE TOPSOIL, SEED &
) MULCH (TYPICAL)

| SHOULDER | 20'-0" SHOULDER |
BELG/U(M BLOCK )

o CURB (SEE DETAIL 3/4%FT.

7|_—_f — N (TF.)

270 —SL.0PE 1/4” FT SLOPE 1/4” FT LG
Il —— - a——

1-1/2" ASPHALTIC TOP COURSE
NYSDOT ITEM 403.17

2-1/2" ASPHALTIC BINDER COURSE
NYSDOT ITEM 403.13

8" SUBBASE COURSE
NYSDOT ITEM 304.02

COMPACTED SUBGRADE

PRIVATE ROAD PAVEMENT DETAIL
(N.T.5.)

—JUMBO BELGIUM

2
|/ MAX SLOPE

|| NN/ STANDARD COUPLING

/7 RIP-RAP

=T =TT T TT=—T1

SECTION

PIPE DIA.

VARIES

TOE PLATE

MAX. 24"

6" NST DRY HYDRANT HEAD

ASSEMBLY WITH CAP.
PROVIDE 3° MINIMUM
CLEARANCE AROUND DRY
HYDRANT

FINISH GRADE

4" MPT SLIP

4" PVC SCH 80
VENT ASSEMBLY WITH
LEVEL INDICATOR

NOTES:

1. PROVIDE CONCRETE THRUST BLOCKS AT ALL CHANGES IN
HORIZONTAL OR VERTICAL ALIGNMENTS FOR THE DRY

HYDRANT AND CONNECTION PIPE

2. PROVIDE LOW LEVEL ALARM IN CLUBHOUSE BUILDING.

16” ROUND MANHOLE (TYP.)

4” FILL AND CAM
LOCK CONNECTOR
WITH GAUGE PLATE

(TYP.)

CONCRETE SURROUND
48" ROUND MANHOLE (TYP.)

30" MANWAY WITH EXTENSION
AND GAUGE PLATE (TYP.)

4”@ PVC SCH 80
VENT ASSEMBLY WITH
LEVEL INDICATOR

6" NST DRY HYDRANT HEAD
ASSEMBLY WITH CAP.

PROVIDE 3" MINIMUM
CLEARANCE AROUND DRY

/ FINISH GRADE 534.0

HYDRANT

UNION TO 6" P\:C\ 0

1=
MAX ELEV. ®|.! '

530.0

6" D.IP.

b o

s

12"p
CONNECTOR
PIPE

12+ (TYP.)

&~ MAX ELEY.

530.0

6" D.IP.

N O

TYPE 6

2° MAXIMUM WHERE-
DIRECTLY ADJA CENTX

TO THE WETLAND

ALTERNATE SILT FENCE
LOCATIONS (SEE DETAIL)

2" MIN. TOP COURSE
NYSDOT ITEM #403.16

SAW CUT
|-—2W—0g
MAX
1'=0"

N

|-—2’-o” min.—H

Tz 000
SAWCUT PERIMETER ONLY. U-I;—HF« : g”
HOT LIQUID ASPHALT ) VS
SEALANT AROUND S99 23" ot
PERIMETER
K—KRETE [~
BACKFILL ONLY |
18” DIA. DRAINAGE
PIPE
3'_0,’
MAX
NOTES:

REPLACE
ASPHALT TO
EDGE OF
SAWCUT

TACK COAT
ENTIRE SURFACE

EXCAVATED MATERIAL TO
BE PLACED IN 5° MAXIMUM
WIDTH ADJOINING AREA
ALONGSIDE TRENCH WHERE
TRENCH 1S NOT DIRECTLY
ADJACENT TO THE WETLAND
(WITHIN WCDPW R.O.W. AND
OUTSIDE PAVEMENT ONLY).

BEFORE ASPHALT

IS PLACED

EXCAVATED MATERIAL TO BE PLACED IN TRUCKS TO AVOID STOCKPILING WHERE EXCAVATION IS DIRECTLY
ADJACENT TO THE WETLAND.

TEMPORARY PAVEMENT REPLACEMENT WILL BE ALLOWED ONLY WHEN ASPHALT PLANTS ARE NOT IN _




