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SIGN TABLE
Designation , M.U.T.C.D. Size of Sign e
No. Sign Number (s..) Description
1 @ RI-1C 30" x 30" White on Red

WCDPW TRAFFIC SIGN DETAIL

SAWCUT FULL
DEPTH AND HOT
SEAL EDGE

(N.T.S.)

EXISTING WHITE LINE

NOTE:

PROPERTY LINE SHALL EQUAL
THE ELEVATION OF THE CENTER

ELEVATION OF DRIVEWAY A r—|

LINE OF THE ROADWAY J

EXISTING ROADWAY
SURFACE \

3 EXISTING

PAVEMENT

EXISTING
SUBBASE

2" ASPHALT CONCRETE
TYPE 6F TOP COURSE
4” SUBBASE

COURSE (ITEM #4)

COMPACTED
SUBGRADE

WCDPW ASPHALT DRIVEWAY APRON DETAIL

NON—-MOUNTABLE TYPE "J”
FRAME AND GRATE AS
MANUFACTURED BY
"CAMPBELL FOUNDRY",
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——BRING TO GRADE WITH
BRICK (3 MAX) AND
MORTAR AS REQUIRED

30” X 48" CATCH BASIN (H-20
1/ LOADING) AS MANUFACTURED

BY *PRECAST CONCRETE SALES
CO.” OF VALLEY COTTAGE, NY
(OR APPROVED EQUAL)
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6" THICK 3/4"— I
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BX6XW10.5/W10.5
WELDED WIRE FABRIC

CLASS A
CONCRETE

CONCRETE OR PRECAST CONCRETE SECTIONS.

“N

N.Y.S. STANDARD SPECIFICATIONS.

WCDPW CATCH BASIN TYPE B DETAIL

(N.

T.S.)

WALL THICKNESS 8” COMMON BRICK, 8: CONCRETE BRICK, 6" POURED

OUTSIDE OF COMMON BRICK OR CONCRETE BRICK TO BE PLASTERED WITH 1”
COAT OF CEMENT MORTAR.
STEPS SHALL CONFORM TO SECTION 725—-02 "STEPS FOR MANHOLES” OF

The complete set of drawings prepared by Insite Engineering, Surveying &
Landscape Architecture, P.C. consists of the following:




